
Marathon L12V32 data sheet

Drawing: 
 

Terminal:

   Meets: UL94 HB    

Specifications: 

Part numbers not valid for North America, use type for ordering! 

Type Part
number

Nom.
Voltage

C20
1,80
VpC
20°C 
Ah

C10
1,80
VpC
20°C 
Ah

C1
1,60
VpC
20°C 
Ah

Length
mm

Width
mm

Height
mm

Weight
Kg.

Internal
resistance

acc.
IEC896/2

mOhm

Terminal

L12V32  NALL120032HM0MA  12  33  31.5  21.4  198  168  175  13.5  14.7  M­M6 

Constant­current discharge in A (@20°C):  
Part number Type Volt 3min 5min 10min 15min 20min 30min 45min 1h 2h 3h 5h 8h 10h 20h

NALL120032HM0MA  L12V32  1.95  45.0  44.0  39.0  33.0  29.0  23.0  17.5  14.2  8.2  6.0  4.0  2.7  2.4  1.3 
NALL120032HM0MA  L12V32  1.90  73.0  65.0  50.0  41.0  34.0  27.0  21.0  17.0  10.1  7.2  5.0  3.2  2.8  1.5 
NALL120032HM0MA  L12V32  1.85  100.0  84.0  61.0  48.0  40.0  30.0  23.0  18.8  11.4  8.5  5.5  3.5  3.0  1.6 
NALL120032HM0MA  L12V32  1.80  120.0  99.0  70.0  54.0  44.0  33.0  24.5  20.2  12.3  9.1  5.9  3.7  3.2  1.7 
NALL120032HM0MA  L12V32  1.75  135.0  110.0  75.0  58.0  46.0  34.5  25.0  20.5  12.6  9.2  6.0  3.8  3.3  1.7 
NALL120032HM0MA  L12V32  1.70  148.0  118.0  80.0  60.0  48.0  35.5  26.0  20.8  12.7  9.3  6.1  3.9  3.3  1.8 
NALL120032HM0MA  L12V32  1.65  156.0  125.0  83.0  62.0  50.0  36.5  26.5  21.1  12.8  9.4  6.1  3.9  3.3  1.8 
NALL120032HM0MA  L12V32  1.60  160.0  129.0  85.0  64.0  51.0  37.5  27.0  21.4  12.9  9.5  6.1  3.9  3.3  1.8 

Constant­power discharge in W/block (@20°C):  
Part number Type Volt 3min 5min 10min 15min 20min 30min 45min 1h 2h 3h 5h 8h 10h

NALL120032HM0MA  L12V32  1.90  862.0  759.0  585.0  477.0  407.0  318.0  248.0  207.0  122.0  89.0  60.0  40.0  34.0 
NALL120032HM0MA  L12V32  1.85  1,132.0  955.0  696.0  555.0  468.0  355.0  271.0  222.0  136.0  100.0  66.0  43.0  36.0 
NALL120032HM0MA  L12V32  1.80  1,321.0  1,114.0  796.0  618.0  511.0  385.0  289.0  237.0  144.0  107.0  70.0  45.0  37.0 
NALL120032HM0MA  L12V32  1.75  1,450.0  1,206.0  847.0  655.0  537.0  400.0  296.0  241.0  146.0  109.0  71.0  46.0  38.0 
NALL120032HM0MA  L12V32  1.70  1,576.0  1,284.0  884.0  677.0  555.0  410.0  303.0  245.0  147.0  110.0  72.0  47.0  39.0 
NALL120032HM0MA  L12V32  1.65  1,628.0  1,328.0  907.0  692.0  562.0  416.0  305.0  247.0  148.0  111.0  72.0  47.0  39.0 
NALL120032HM0MA  L12V32  1.60  1,658.0  1,354.0  921.0  700.0  570.0  422.0  307.0  248.0  148.0  111.0  72.0  47.0  39.0 

© 2005 EXIDE Technologies. All rights reserved. Subject to alterations. www.industrialenergy.exide.com


