
Power you can depend on.

AUTOMOTIVE



Quality, durability and performance sum up the NUMAX range 
of batteries. NUMAX batteries are built to the very highest 
specification to cope with today’s automotive electrical demands. 
With three tiers, the NUMAX automotive range now has a 
battery to suit every application and all budgets whilst providing 
premium quality and value. 

That’s why people trust the NUMAX battery brand to give them the 
performance they need no matter how harsh the conditions.

QUALITY 
DURABILITY 
PERFORMANCE

SUPREME
• For vehicles of all classes
• Advanced performance
• 30% more starting power
• Long service life

PREMIUM
• For vehicles of all classes
• Optimised proven performance
• Best selling product on the market
• Long service life

STANDARD
• For smaller and older vehicles
• Allows cost effective maintenance
• Solid and reliable performance
• Long service life



Power you can depend on.

PART NUMBER V AH CCA (EN) DIMENSION WEIGHT(KG) LAYOUT TERMINAL HOLDDOWN

002L 12V 40AH 340 EN 175x175x190 10.2 0 1 B13
002R 12V 40AH 340 EN 175x175x190 10 1 1 B13
004L 12V 50AH 400 EN 200x170x225 13 0 1 B00
004R 12V 50AH 400 EN 200x170x225 13 1 1 B00
005L 12V 60AH 510 EN 230x170x225 15.7 0 1 B00
005R 12V 60AH 510 EN 230x170x225 15.7 1 1 B00
009L 12V 50AH 460 EN 226x170x200 13.25 0 1 B01
009R 12V 50AH 460 EN 226x170x200 13.25 1 1 B01
012 12V 45AH 390 EN 210x175x190 11 0 1 B13

012UR 12V 50AH 420 EN 210x175x190 12.89 0 1 B13
015 12V 38AH 360 EN 245x135x200 12.3 1 1 B09
017 12V 90AH 720 EN 354x175x190 21.11 0 1 B13
018 12V 88AH 760 EN 354x175x190 25.2 1 1 B13
019 12V 95AH 800 EN 354x175x190 21.9 0 1 B13
020 12V 110AH 920 EN 393x175x190 25.22 0 1 B13
027 12V 60AH 540 EN 243x175x190 14.5 0 1 B13
037 12V 36AH 320 EN 245x135x200 11 0 1 B09
038 12V 36AH 320 EN 245x135x200 11 1 1 B09

048H 12V 45AH 300 EN 218x133x223 10.8 0 1 B01
049H 12V 45AH 300 EN 218x133x223 10.8 1 1 B01
053 12V 45AH 330 EN 234x128x220 11.7 0 1 B00
054 12V 35AH 300 EN 196x127x223 10 0 3 B00

054H 12V 36AH 300 EN 196x127x223 9.33 0 3 B01
055 12V 35AH 300 EN 196x127x223 10 1 3 B00
057 12V 45AH 330 EN 234x128x220 11.7 1 1 B00
063 12V 41AH 390 EN 210x175x175 11 0 1 B13
065 12V 53AH 480 EN 243x175x175 13.1 0 1 B13
068 12V 68AH 540 EN 266x175x220 16.35 0 1 B01
069 12V 68AH 550 EN 266x175x220 16.35 1 1 B01
072T 12V 70AH 600 EN 266x175x220 20.7 1 1 B00
075 12V 60AH 540 EN 243x175x175 14.1 0 1 B13
077 12V 45AH 390 EN 210x175x190 11.7 1 1 B13
078 12V 56AH 480 EN 243x175x190 13.9 1 1 B13
085 12V 43AH 360 EN 210x175x175 11.3 0 1 B01
088 12V 68AH 540 EN 257x172x236 16.7 0 1 B00
089 12V 68AH 540 EN 257x172x236 16.7 1 1 B00
096 12V 70AH 640 EN 278x175x190 17.5 0 1 B13

096R 12V 70AH 640 EN 278x175x190 16.9 1 1 B13
097 12V 60AH 570 EN 243x175x175 14.2 0 1 B13
099 12V 72AH 720 EN 278x175x190 17.5 0 1 B13
100 12V 68AH 640 EN 278x175x175 15.9 0 1 B13
110 12V 80AH 800 EN 317x175x175 18.8 0 1 B13

PR
EM

IU
M



115 12V 80AH 670 EN 317x175x190 19.1 0 1 B13
154 12V 45AH 330 EN 234x128x220 11.7 0 3 B00
155 12V 45AH 330 EN 234x128x220 11.7 1 3 B00
241 12V 73AH 580 EN 307x170x225 21 0 B00
242 12V 73AH 580 EN 307x170x225 20 1 1 B00

249H 12V 91AH 740 EN 302x175x225 21.1 0 1 B01
250H 12V 91AH 740 EN 302x175x225 21.1 1 1 B01
291 12V 58AH 470 EN 250x168x221 18.5 1 1 B00
404 6V 71AH 395 EN 216x170x183 9.5 0 1 B00
421 6V 58AH 270 EN 174x169x218 9 0 1 B00

421/13 6V 58AH 270 EN 174x169x218 9 0 1 B00
75-550 12V 60AH 510 EN 230x179x185 14.32 1 SIDE B01
78-630 12V 75AH 580 EN 260x179x185 16.17 1 SIDE B01

AM058L 12V 60AH 510 EN 242x175x175 13.42 0 1 B04
AM058R 12V 60AH 510 EN 242x175x175 13.42 1 1 B04
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PART NUMBER V AH CCA (EN) DIMENSION WEIGHT(KG) LAYOUT TERMINAL HOLDDOWN

S017 12V 83AH 720 EN 354x175x190 20.8 0 1 B13
S027 12V 60AH 540 EN 242x174x191 14.2 0 1 B13
S063 12V 41AH 360 EN 210x175x175 10.9 0 1 B13
S069 12V 68AH 550 EN 260x175x220 16.35 1 1 B01
S075 12V 60AH 540 EN 243x175x175 14.1 0 1 B00
S096 12V 70AH 640 EN 277x174x189 17 0 1 B13
S100 12V 68AH 640 EN 278x175x175 15.7 0 1 B13
S110 12V 75AH 720 EN 315x175x175 15.7 0 1 B13
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PART NUMBER V AH CCA (EN) DIMENSION WEIGHT(KG) LAYOUT TERMINAL HOLDDOWN

XS019 12V 100AH 850 EN 354x174x191 23.2 0 1 B13
XS027 12V 63AH 600 EN 242x174x190 14.6 0 1 B13
XS063 12V 43AH 420 EN 208x173x176 11.3 0 1 B13
XS075 12V 62AH 600 EN 242x174x175 14 0 1 B13
XS096 12V 75AH 680 EN 277x174x189 17.5 0 1 B13
XS100 12V 72AH 720 EN 277x174x176 16.3 0 1 B13
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PART NUMBER V AH CCA (EN) DIMENSION WEIGHT(KG) LAYOUT TERMINAL HOLDDOWN

005LAGM 12V 55AH 550 EN 230x170x225 15.1 0 1 B01
005RAGM 12V 55AH 550 EN 230x170x225 15.1 1 1 B00
017AGM 12V 95AH 850 EN 353x175x190 26.4 0 1 B13
020AGM 12V 105AH 950 EN 393x175x190 29.2 0 1 B13
027AGM 12V 60AH 680 EN 242x175x190 17.7 0 1 B13
053AGM 12V 45AH 370 EN 236x125x220 19 0 1 B01
057AGM 12V 45AH 370 EN 236x125x220 13 1 1 B00
068AGM 12V 75AH 720 EN 260x172x220 19.6 0 1 B00
069AGM 12V 75AH 720 EN 260x175x220 19.6 1 1 B00
096AGM 12V 70AH 760 EN 278x175x190 20.4 0 1 B13
115AGM 12V 80AH 800 EN 315x175x190 22.5 0 1 B13
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Power you can depend on.



PART NUMBER V AH CCA (EN) DIMENSION WEIGHT(KG) LAYOUT TERMINAL HOLDDOWN

005LEFB 12V 65AH 670 EN 230x172x200 17 0 1 B01
005REFB 12V 65AH 670 EN 230x172x200 17 1 1 B01
017EFB 12V 90AH 850 EN 354x175x174 19.6 0 1 B13
020EFB 12V 110AH 950 EN 393x175x190 19.6 0 1 B13
027EFB 12V 60AH 560 EN 242x174x190 17.7 0 1 B13
068EFB 12V 68AH 730 EN 257x175x220 19.2 1 1 B01
096EFB 12V 70AH 650 EN 277x174x190 18.9 0 1 B13
100EFB 12V 65AH 650 EN 277x174x175 16.9 0 1 B13
110EFB 12V 75AH 730 EN 315x174x175 19.6 0 1 B13
115EFB 12V 80AH 730 EN 315x175x190 21.8 0 1 B13
249EFB 12V 80AH 800 EN 302x175x220 19.2 0 1 B01
250EFB 12V 80AH 800 EN 302x175x220 19.2 1 B01
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Power you can depend on.


